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Order description
Length 
[mm]

Clamp thick-
ness [mm]

PU
[pieces]

Price/100
[EUR]

Article number EAN

Sealing washer E19, Ø 19 mm

JT6-D-6H-5.5/6.3x127 E19 127 71 - 108 100 3556282971 4061245015958

JT6-D-6H-5.5/6.3x147 E19 147 91 - 128 100 3556382971 4061245015934

JT6-D-6H-5.5/6.3x167 E19 167 111 - 148 100 3556782971 4061245015903

JT6-D-6H-5.5/6.3x197 E19 197 141 - 178 100 3559782972 4061245015736

JT6-D-6H-5.5/6.3x237 E19 237 171 - 218 100 3559682972 4061245015750

Application range

 > �For�fixing�sandwich�panels� 
to�1.5�–�5�mm�steel�substructures

 > For�high-strength�steel�substructures

Properties

 > �A4�stainless�steel�with�hardened�steel�drill�point
 > Stainless�steel�sealing�washer
 > Pre-assembled�sealing�washer
 > With�free�spin�zone�under�the�screw�head
 > High�thread

Self-drilling�screw�JT6-D-6H-5.5/6.3

Cross references 

Socket�wrench�insert�AF8�� � 
Cordless�screwdriver�ASCS�6.3� � 
Long�screw�support�SH2�� �

Applications

Certifications

ETA-13/0177 

Technical data

DC
tI+tII

mm

6.5

1/min
max. 1300AF8

mm

5.5

mm
6.3 E16 - E22
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