
Threads Per Inch: 20 

Head Style: Phillips Undercut Flathead  

Material:  Alloy Steel ASTM A29 dual heat treated Grade 5 

Drill Capacity: 0.125”-0.250”  (Available in DP5) 

Thread Major Dia: 0.250” (6.35 mm) 

Thread Minor Dia: 0.224” (5.70 mm) 

Corrosion protection: Salt spray 1000 hrs without red rust per ASTM 
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1/4-20 X 3 3 Fully Threaded 3555559498 

1/4-20 X 4 4 2.95 3555559499 
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3555558352 10-16 X 3/4 0.400 3 5/16 Hex 0.036-0.175 

3555558355 10-16 X 1-1/2 0.400 3 5/16 Hex 0.036-0.175 

3555558356 10-16 X 2 0.400 3 5/16 Hex 0.036-0.175 

3555558357 10-16 X 2-1/2 0.400 3 5/16 Hex 0.036-0.175 

3555559352 10-16 X 3/4 0.370 3 2 PPH 0.036-0.175 

3555559362 10-16 X 3/4 0.470 3 2 PWH 0.036-0.175 

3555559364 10-16 X 1-1/4 0.470 3 2 PWH 0.036-0.175 

3555558372 12-14 X 7/8 0.420 3 5/16 Hex 0.036-0.175 

3555558373 12-14 X 1 0.420 3 5/16 Hex 0.036-0.175 

3555558374 12-14 X 1-1/4 0.420 3 5/16 Hex 0.036-0.175 

3555558375 12-14 X 1-1/2 0.420 3 5/16 Hex 0.036-0.175 

3555558376 12-14 X 2 0.420 3 5/16 Hex 0.036-0.175 

3555558377 12-14 X 2-1/2 0.420 3 5/16 Hex 0.036-0.175 

3555558378 12-14 X 3 0.420 3 5/16 Hex 0.036-0.175 

3555558272 12-14 X 7/8 0.420 2 5/16 Hex 0.030-0.110 






