EJOT
DECLARACAO de ATUACAO POR

Segundo o anexo |l da regulacdo (EU) Num. 305/2011 (regulacdo de produtos de construcio)
Nr. 09-004-04/0064-2014-05

1.) Cddigo Unico de identificagdo do produto ou do tipo:
EJOT SDF-S plus 8UB + EJOT TE @ 60/110

2.) Tipo, lote ou nimero de série ou qualquer outro elemento que permita a identificagdo do produto de construgao, ,
conforme necessario, de acordo com o artigo 11(4):
O tipo e nimero de lote sdo apresentados na embalagem

3.) Finalidade da aplicagdo ou aplicagdes do produto de construgdo, segundo especificacdes técnicas harmonizadas
aplicaveis, em conformidade com as instrugdes do fabricante:
Bucha expansivel aparafusada com prego de ago para a fixagdo dos sistemas compdsitos para isolamento térmico
exterior com reboco em tijolo e betdo, com as categorias de uso: A,B,C,E
Comprimento de bucha: 200 - 400 mm

4.) Nome, nome comercial registado ou marca comercial registada e o enderego de contato do fabricante, conforme
necessario, de acordo com o artigo 11(5):
EJOT Baubefestigungen GmbH, In der Stockwiese 35, 57334 Bad Laasphe

5.) Sefor o caso, o nome e o dire¢do de contacto do representante autorizado, cujo mandato abrange as tarefas
especificadas no artigo 12(2):
ndo é relevante

6.) Sistema ou sistemas de avaliagao e verificagdo da regularidade do desempenho do produto de construgao, tal como
estabelecido no anexo V:
Sistema 2+

7.) No caso de uma declaragao de desempenho relativa a um produto de construgao abrangido por uma norma
harmonizada:
nao é relevante

8.) No caso de uma declaragao de desempenho relativa a um produto de construgdo para o qual tenha sido emitida uma
Avaliagdo Técnica Europeia, esta consta em que:
O Instituto Alem3o de Tecnologia da Construgdo (DIBt) emitiu uma Aprovacgao Técnica Europeia ETA-04/0064 com
base na ETAG 014. A MPA University of Stuttgart -Otto-Graf-Institut-, NB 0672, realizou a inspecdo inicial do produto
de construgdo de acordo com o sistema 2+.

9.) Declaragdes de desempenho:

Caracteristicas essenciais Desempenho Especificagao técnica
harmonizada
Resisténcia caracteristica a tragao Ng ver ETA-04/0064 ETAG 014: 2011
anexo C1, tabela C1
Deslocamento ver ETA-04/0064 ETAG 014: 2011
anexo C3, tabela C4
Transmitancia térmica ver ETA-04/0064 EOTA TR 25
anexo C2, tabela C2
Dureza da anilha ver ETA-04/0064 EOTATR 26
anexo C2, tabela C3
Distancia minima permisivel e distancia ver ETA-04/0064 ETAG 014: 2011
permisivel ao borde paragrafo: B2, tabela B2

10.) O desempenho do produto identificado nos itens 1 e 2 estdo de acordo com o desempenho declarado no ponto 9.
Esta declaragdo de desempenho é emitida sob a exclusiva responsabilidade do fabricante identificado no ponto 4.

Assinado em nome do fabricante por:

Dr. Frank Dratschmidt / gestdo
(nome e cargo)

Bad Laasphe, den 05.01.2015 UV 1— =7 A 0-/%‘
(local e data de emissdo) (assinatura)
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Table C1: Characteristic resistance to tension loads Mps in concrete and masonry for a single anchor in kN
SDM-T plus U
SDM-T plus | SDF-K plus U
Anchor type SDF-K plus SDF-5 plus U
SDF-5 plus | SDF-K plus UB
SDF-5 pluz UB
Base materials Bulk minimum General remarks
densi compressive i
u:l.as,:}‘r strF:ngth ol 1 N
o f method [&M]
[kgidm?] [MimmA]
Concrete C1215 EM 208-1 H 1.5 1.5
Concrete C 1820 — C50/80 EM T08-1 15 15
Clay hnck:-hl'lz- Vertically
E':' fﬂ;“:;ﬂg 1'; ar =18 12 ?T;raﬁan up to H 15 1.5
EN 771-1:2011 o
Sand-lime solid bricks K5 )
g ding o 'l.l'err.lc'..all-y
E?\l’:i;‘;ﬂﬂﬂ&m .' =18 12 ;‘:-ir::ratmn up to H 15 1.5
EN 771-2:2011 o
Lightweight concrete solid Proportion of
blocks W hole up to 10%
e.g. according io maximurm
DiN WV 18152-100:2005-107 =05 4 extension of D 0.9 0.8
EM 771-3:2011 hole: length =
110mm; wide =
A5mim
Vertically perforated clay ‘Vertically
bricks HLz e.g. according to -0 12 perforation more B 1.2
DN 105-100:201201 ¢ - than 15% and
EN 771-1:2011 less than 50 %.
Sand-lime perforated bricks Vertically
KSL e.g. according to DINWV =1.6 12 perforation up to o 1.5
106:2005-10 / EN 771-2-2011 15 %.
Lightweight concrete hollow
E‘Tﬁrﬂ :E,E_;guha;’;_”:g'?; =05 2 see Annes C 4 D 0.75
T71-322011
Autoclaved aerated concrete
AAC 4 e.g. according to DIM 05 4 D 0.6
\ 4185, part 100:2005-10 7
EMN 771-4:2011
" H = hammer drilling / D = retary drilling
EJOT SDM-T plus, SDF-K plus and SDF-5 plus
Performances Annex C 1
Charactenstic resistance

Z42533.14

B.D&.04-35114
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Table C4: Displacements
Base material Bulk density Mininum Tension load | displacements
class compressive
sirength
" f, N BrmlM)
[ka/dm?] [Nimma] [kN] [mm}
Concrete C12M5 — CSIVED (EM 206-1:2000-12) 05 07
Clay bricks, Mz
(DIN 105-100:2012-01/ EM 771-1:2011) =18 12 0.5 0.5
Sand-lime solid bricks, KS .18 1 05 05
(DIM W 106:2005-10/ EN 771-2-2011) ! ! !
Lightweight concrete solid blocks,
(DINV 18152-100:2005-10  EM 771-3:2011) 20,5 4 0.3 0.6
Yerically perforated clay bricks, HL=
: z
(DI 105-100:2012-017 EN 7T71-122011) 0.8 12 0.4 0.3
Sand-lime perforated bricks, KSL
(DIN W 108:2005-10 / EN 771-2-2011) =16 12 0.5 0.3
Lightweight concrete hollow blocks, Hi -
(DIN W 18151-100-2005-10 7/ EM 771-3:2011) =0,3 2 0.25 0.2
Autoclaved asrated concrete AAC 4 205 4 0.2 <01
(DIN W 4185, part 100:2011 / EM 771-4:2011)
EJOT SDM-T plug, SDF-K plus and SDF-S plus
A C3
Performances nex
Displacements
Z42533.14 B.05.04-3514
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Table C2: Point thermal transmittance according EOTA Technical Report TR 025:2007-06
Anchor type inzulation thickness point thermal trangmittance
x
hp [WiK]
[mm]
60 - 80 0,002
SOM-T plus U
= 80 - 360 0,003
Anchor type insulation thickness point thermal transmittance
Yec
I [WiK]
[mm]
SOF-S plus with TE &60/50 60 - 180 0.002
SOF-5 pll ith TE &60/110 120-1%0 0.0na
U= plus Wi 150- 240 0.001
Table C3: Plate stiffness according EOTA Technical Report TR 026:2007-06
Anchor type diameter of the | load resistance of plate stiffness
anchor plate the anchor plate
[mm] [kM] [kMimm]
SDM-T plus U &0 267 06
SDF-5 plus with TE E60/50 60 224 0.7
SDF-5 plus with TE &60/110 60 224 0.7

Z42533.14

EJOT SOM-T plus, SDF-K plus and SDF-5 plus
Performances Annex © 2
Point thermal fransmittance
Plate stiffness
E.D5.04-35M4
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Table B1: Installation parameters
SDM-T plus U
SDM-T plus SDF-K plus U
Anchor type SDF-K plus SDF-5 plus U
SDF-5 plus SDF-K plus UB
SDF-5 plus UB
Drill hole diameter dg [mim] 8 B
Cutting diameter of drill bit dee [mm) = 845 845
Depth of drilled hole to deepest point hy [mm] = &0 80
Effective anchorage depth hes [mim] = S50 70
Table B2: Anchor distances and dimensions of members
SDM-T plus U
SDM-T plus SDF-K plus U
Anchor type SDF-K plus SDF-5 plus U
SDF-5 plus SDF-K plus UB
SDF-S plus UB
Minimum allowable spacing Smn = [[mm] 100 100
Minimum allowable edge distance Cmn = [[mm) 100 100
Minimum thickness of member h = [[mm] 100 100
Scheme of distances and spacing
£
<
u
=
-~ et --"'5 -
e
5
EJOT SDM-T plus, SDF-K plus and SDF-5 plus
Annex B 2

Intended use
Installation parameters,
Anchor distances and dimensions of members

Z42533.14

B.DS.04-3514




